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PART No. 06426.07



ACCESSORIES

25024-30-36-40-60 – ALUMINIUM TRACK

02004 – SIDE FIXING BRACKET

02005 – SIDE FIXING BRACKET, PACK OF 5

02006 – SIDE FIXING BRACKET, PACK OF 8

27524-30-36-60 – ALUMINIUM PELMET

02251 – 4 WHEEL HANGER FOR METAL DOORS, PAIR 

02252 – 4 WHEEL HANGER FOR TIMBER DOORS, PAIR

02255 – 4 WHEEL HANGER WITH APRON FOR TIMBER DOOR, PAIR

02257 – 4 WHEEL HANGER EXTENDED BOLT METAL DOOR, PAIR

02718 – TRACK STOP, PAIR



ACCESSORIES

27402 – END CAPS FOR 2-50 TRACK, PAIR

27501 – END CAPS FOR 2-50 TRACK WITH 2-75 PELMET

41215-18-21-24-30-36-60 – ALUMINIUM CHANNEL

44115-18-21-24-30-40 – STEEL CHANNEL

44215-18-21-24-30-36-60 – ALUMINIUM CHANNEL

44010 – CHANNEL LUG, PACK OF 

22392 – NYLON GUIDE

44319 – NYLON ROLLER GUIDE FOR METAL DOOR, PAIR

44320 – EXTENDED NYLON ROLLER GUIDE FOR METAL DOOR, PAIR

44347 – NYLON ROLLER GUIDE FOR TIMBER DOOR



Step 1 Soffit Fixing

Step 2 Side Fixing
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d = 450mm – 550mm

Drill Ø6.5mm holes and 
countersink

Go underneath the opening, insert the 
track into place and secure with screws
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Drill Ø6.5mm holes
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Slide brackets onto track and fix them with screw 
supplied (c1. and c2.). With track in a levelled 

position mark hole position (c3.), drill hole (c4.) 
and secure with screws (c5.).



Step 3 Identifying Hanger
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02251
Metal Door Hanger

02252
Timber Door Hanger

02255
Timber Door Hanger

With Aprons

02257
Metal Door Hanger

With Extended
Pendant Bolt



Step 5 Timber Door Preparation
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Step 6 Door Installation

Make routings and holes 
for door plate and channel 
using dimensions shown, 

insert hardware and secure 
with screws

N.B. Example uses 
44-2 channel, there 

are other 
possibilities, please 
enquire for further 

details 

f.
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f1.

g.

g. f2.

Insert hangers into door plates and slide the pendant bolt into the locking position (f1.). 
Secure temporary position by tightening nut (g.). Insert hardware into track (f2.). Adjust 

the position of stoppers until desired door stop position is set. Tighten door stopper screws 
to secure the position. Adjust door level by loosening nut (g.) and screwing or unscrewing 

the hanger bolt, after adjusting retighten the nut (g.)

e1.



Step 7 Fixing Bottom Guide 
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h6. h7.

Place guide on the floor halfway in (h2.), secure with screws (h4. and h7.)
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