
STRAIGHTAWAY 250
PELMET

FITTING INSTRUCTIONS

Coburn Sliding Systems Limited, Unit1, Cardinal West, Godmanchester PE29 2XN
Tel: +44 (0) 208 545 6720, E-mail: sales@coburn.co.uk
www.coburn.co.uk

PART No. 06426.73

Step 1 Pelmet installation

27524-30-36-60 – STRAIGHTAWAY 250

PELMET

Cut the pelmet to required length

Hold the pelmet at an angle underneath the track and 

insert the lower clip into the track slot along the 

whole length of the pelmet

After doing this, continue supporting the pelmet from 

underneath and…
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… starting from one end, locate the upper clip of the pelmet in the slot on the top of the 

track (see detail e2.). Repeat the procedure along on sections of 200mm to 300mm until 

reaching the other end. A light tap with the side of a fist may be required. Fit 27402 – track 

end caps and 27501 – pelmet caps for a neat finish.

d.

e.
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Step 2 Removing pelmet

When removing the pelmet repeat the 

instructions above in reverse order 

2-50 Track and 2-75 pelmet
2-50 Track, 2-75 Pelmet and 

27402 Track End Cap
2-50 Track, 2-75 Pelmet and 
27501 Track and Pelmet End 

Cap
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